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Carriageway resurfacing

[420 sq.m]

Proposed tactiles [12 sq.m]

DBM footway [238 sq.m]

Proposed road markings

1. Dimensions in metres, unless stated otherwise.

2. This drawing should be read in conjunction with

other relevant engineering details, drawings and

specifications.

3. Any discrepancies should be reported to the

design engineer immediately, so that

clarification can be sought prior to the

commencement of works.

4. The dimensions must be rectified on site before

construction.

5. All works are to be in accordance with

Southwark Borough Council specifications and

standards.
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Proposed altered kerb line

Reuse where possible 
[23m]
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General Notes
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DRAFT

GENERAL ARRANGEMENT

COLLEGE ROAD ZEBRA CROSSING

HA

HA

A 31/12/21 General Arrangement HA - -

B 24/2/22 Additional details provided HA - -

C 2/3/22 Kerb details added HA - -

D 3/5/22 Cycle lane on Western side removed, buildout added - - -

-   /  / - - - -

-   /  / - - - -

-   /  / - - - -

-   /  / - - - -

Proposed Belisha beacon

Existing lamp column
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Proposed drop kerb [9m]

Proposed transition kerb

[3m]

Reflective Band Bollard

Proposed traffic island

Maintain crossover

Align kerb parallel to the

opposite side

FOOTWAY - ASPHALT

30mm B-SFA AC6 Dense 100/150 Bituminous Surface

Terram 100 or similar approved

80mm B-iFC 14 proprietary cold mix to Clause 948

150mm Type 1 Sub-base (depending on CBR of
formation)(See Note 2)

Note: Granite kerbs are either 255 or

300mm wide, match existing
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