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NOTES:
1. THIS DRAWING SHALL BE READ IN CONJUNCTION WILL ALL
MNRP DRAWINGS AND SPECIFICATIONS.

2. ALL DIMENSIONS ARE SHOWN IN METRES UNLESS STATED
OTHERWISE.

3. EXTENTS OF CARRIAGEWAY AND FOOTWAY RESURFACING
SHOWN INDICATIVELY AND TO BE CONFIRMED AT DETAILED
DESIGN.

4. TRANSITION OF MATERIALS AT TIE-IN POINTS TO BE
FINALISED DURING DETAILED DESIGN STAGE.

5. PROPOSED LIGHTING COLUMN, GULLY AND DRAINAGE
CHANNEL KERB POSITIONS ARE INDICATIVE ONLY. EXACT
LOCATIONS TO BE DETERMINED AT DETAILED DESIGN STAGE.

6. DRAINAGE AND SuDS STRATEGY TO BE CONFIRMED UPON
COMPLETION OF LEVELS DESIGN AT DETAILED DESIGN STAGE.

7. UTILITY CHAMBERS SHOWN FOR REFERENCE.
WHETHER IT IS AFFECTED OR NOT WILL BE CONFIRMED IN
DETAILED DESIGN WHEN 3D MODELLING IS COMPLETE.

8. IT IS ASSUMED THAT THE RELOCATED GULLIES WILL
CONNECT TO THE EXISTING DRAINAGE NETWORK VIA THE
EXISTING GULLY ROUTE.

9. IT IS ASSUMED THAT THE PROPOSED TRAFFIC SIGNAL
EQUIPMENT WILL BE CONNECTED VIA THE EXISTING DUCTS,
ASSUMING THEY ARE IN GOOD CONDITION.
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NEW TWO LANE APPROACH
TO REDUCE QUEUE LENGTHS
ON DULWICH VILLAGE

PEDESTRIAN COUNTDOWN
TIMERS ADDED TO ALL
PEDESTRIAN CROSSINGS

NEW ADVANCED CYCLE
STOPLINES ADDED TO
EAST DULWICH GROVE
AND VILLAGE WAY

KERB WIDTH VARIES ON EAST DULWICH
GROVE, NEW KERBS SHOWN TO TIE IN
TO EXISTING KERB WIDTH

08-011  DULWICH VILLAGE / RED POST HILL/A2214 VILLAGE WAY/A2214 EAST DULWICH GROVE
STAGE 1 STAGE 2 STAGE 3 STAGE 4 STAGE 5

EXISTING KERB DRAINAGE
CHANNEL TO REMAIN

EXISTING DEFLECTION
ARROWS REPLACED BY
GUIDANCE ARROWS

SECTION OF CARRIAGEWAY BETWEEN 3.2 AND 3.9m, WHICH IS
NOT RECOMMENDED BY LTN 1/20, BUT CONSIDERED ACCEPTABLE
FOR A SHORT LENGTH TO ENABLE PROPOSED DESIGN

DOUBLE YELLOW MARKINGS
TO BE REFRESHED

INSET

FOR CONTINUATION REFER TO INSET

EXISTING CYCLE WAND SEGREGATION
TO REMAIN, WITH MANDATORY CYCLE
LANE MARKING

EXISTING CROWN LINE TO BE ROLLED OVER TO THE WEST TO MATCH NORTHBOUND
LANE DIVISION AS OPPOSED TO CENTRELINE MARKING TO REDUCE COSTS AND
ASSIST WITH BUILDABILITY.
TO BE REVIEWED AT DETAILED DESIGN.
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